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( COLLECT SOURCE IMAGES ) 

T 

DEFINE REGISTRATION PIXEL PAIRS FOR 
UNTRANSFORMED SOURCE IMAGE SET 

* 

CREATE INPUT FILE 



TRANSFORM REGISTRATION PIXEL PAIRS FOR 
UNTRANSFORMED SOURCE IMAGE 
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no 



CREATE OUTPUT FILE 



OUTLINE VECTOR REPRESENTING UNTRANSFORMED 
SOURCE IMAGE PIXEL IN THREE DIMENSIONAL SPACE 




TRANSFORM VECTOR TO CORRESPOND WITH 
SOURCE IMAGE ROTATION ANGLE 



ASSOCIATE TRANSFORMED VECTOR TO PIXEL 
OF PANORAMIC IMAGE 



ALL SOURCE IMAGE PIXELS ASSOCIATED 



CREATE IMAGE BUFFERS OF HEIGHT AND 
WIDTH EQUAL TO FIRST AND SECOND 
PANORAMIC IMAGES 
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DRAW UNWRITTEN QUADRILATERAL TO 
FIRST OR SECOND IMAGE BUFFER 



\7A 



-el, 



INTERPOLATE INTERNAL PIXEL VALUES BASED 
ON POSITION IN FINAL PANORAMIC IMAGE 




COMPARE IMAGE BUFFER PIXELS TO FINAL PANORAMIC 
IMAGE PIXELS, SETTING TO MAXIMUM VISIBILITY THOSE 
PIXELS HAVING SMALLER DISTANCE TO CENTER OF ITS 
RESPECTIVE SOURCE IMAGE 



FEATHER OVERLAPPING EDGES 
IMAGE IN IMAGE BUFFER 



MERGE IMAGE BUFFER INTO FIRST AND 
SECOND PANORAMIC IMAGES 




DISPLAY FIRST AND SECOND PANORAMIC 
IMAGES AS FINAL PANORAMIC 
STEREOSCOPIC IMAGE 
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